PRODUCT BULLETIN . | PREMIX JOINT CCMPOUND

BULLETIN NO: J-69C3

DRYUALL ACCESSORY DUAL-FURPOSE DATE: 7=B-75
p PROCUCTS {NON-ASBESTOS) PAGE: lof 2
APPROVALS: PRODUCING PLANT: - CANCELS: J-6903
A SEATTLE . DATE: 4=23~74
" . : : . —
Bw " DESCRIPTION g POUNDS.-~"| GALLOM
\ . j(*“
165 st Cround Raw Gypsum - 47, 0’7 - 2800
489 \w@g{tonite 3.3 200
253, Mica NG _ 2.5 150
247 Mica S 2,52 150
S ‘/"" ) )
052 Attamlg_te Clay > - 2,52 150
442 Tale N 1.68 100
. : ‘ - \.\
245 Cellosize OP<4400-H N 0,34 20
/ K R
200 Kgltosg/' ' \‘=, __0.13 8
. ) - . T ]
453 Prederyative = Dowieil 75 0313 8
. ’,.--' . - \\ N
470 i < PvAc Emulsion (5.81% on solids) 6,19 [~ _ 368 40
457 7 Nopeo NXZ (det‘oamer) 0.30 18 ' | d
_/ Water - start 30,43 1810™. 217 I
) / ' Water - adjust to std. viscosity 2.81 167 ‘| 20
AL TOTAL 100,00 5949
ACTURING 1J :

1. See- Process Bulletin J=2.

2. Dry blend g1l powder materials 8 mlnutes
3. For PMG add 4 1bs, Yellow Oxide-per batch (Bulletin RM-J-190).
4. For summer conditions add 8 gsllons Ethylene Glycol per batch.

GUALITY. CONTEOL:

T™-1 V:Lscosz.ty, V:.cat 150 gm cyl @ 5 sec.
T™-14 Viscosity, Brookﬁeld s CpS.

TM-3 Tape Band

T™M-6 Application

TM-7 Workability

17 - 20 mm
375,000 to 425,00
9~ 10

No lumps

Equal to Standard
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Tegt Method
™-1 Vlscosity, cylinder 150 gm @ 5 sec, 17 to 20 mm
T™-1A V:Lscosity, Brookfield, (cps) ) 375 ooo o 425 000
- TM=2 pH‘(Beclmlan meter) .- ' ' 8,0 to 8.5
T™-3 Bond @ 70°F . & 40-70% R.H, 9 < 10
@48°F&70%RH S 0=-1
TM<5 Open Time e 65—80°F°(nﬂ.nutes) " 15 minimum
- . ©.100-110 F (minutes) 4 minimum
. T™H-6 'Applicatim l _ No lumps
M7 Workability (hend or Ames tools) Equal to Standard
. TM=9 _ Shrinkage {cup method) | o
. M-10 Edge Cracking Test . " Neme
S omMe12 . Grit (total) 0.05% maximum, All *
e S i ' passing 80 mesh.
™-1Z Voids ,Eﬁual to Standard
. ] .o : P :
T™H-18 Water Resistance (minutes) - 3 minimm
-39 . Paintability Test - Equal to Stendard
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